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Environmental Protection Agency § 147.3009 

§ 147.3006 Injection pressure for exist-
ing Class II wells authorized by 
rule. 

(a) Rule-authorized Class II saltwater 
disposal wells. In addition to the re-
quirements of § 144.28(f)(3)(ii) of this 
chapter, the owner or operator shall, 
except during well stimulation, use an 
injection pressure measured at the 
wellhead that is not greater than the 
pressure calculated by using the fol-
lowing formula: 

Pm=0.2d 

where: 
Pm=injection pressure at the wellhead in 

pounds per square inch 
d=depth in feet to the top of the injection 

zone. 

Owners and operators shall comply 
with this requirement no later than 
one year after the effective date of this 
program. 

(b) Rule-authorized Class II enhanced 
recovery and hydrocarbon storage wells. 
(1) In addition to the requirements of 
§ 144.28(f)(3)(ii) of this chapter, owners 
and operators shall use an injection 
pressure no greater than the pressure 
established by the Director for the field 
or formation in which the well is lo-
cated. The Director shall establish 
such maximum pressure after notice 
(including notice to the affected Tribe), 
opportunity for comment, and oppor-
tunity for public hearing according to 
the provisions of part 124, subpart A, of 
this chapter, and shall inform owners 
and operators and the affected Tribe in 
writing of the applicable maximum 
pressure; or 

(2) An owner or operator may inject 
at a pressure greater than that speci-
fied in paragraph (b)(1) of this section 
for the field or formation in which he is 
operating after demonstrating in writ-
ing to the satisfaction of the Director 
that such injection pressure will not 
violate the requirements of 
§ 144.28(f)(3)(ii) of this chapter. The Di-
rector may grant such a request after 
notice (including notice to the affected 
Tribe), opportunity for comment and 
opportunity for a public hearing ac-
cording to the provisions of part 124, 
subpart A of this chapter. 

(3) Prior to the time that the Direc-
tor establishes rules for maximum in-
jection pressure under paragraph (b)(1) 

of this section the owner or operator 
shall: 

(i) Limit injection pressure to a 
value which will not exceed the oper-
ating requirements of § 144.28(f)(3)(ii); 
and 

(ii) Submit data acceptable to the Di-
rector which defines the fracture pres-
sure of the formation in which injec-
tion is taking place. A single submis-
sion may be made on behalf of two or 
more operators conducting operations 
in the same field and formation, if the 
Director approves. The data shall be 
submitted to the Director within one 
year of the effective date of this pro-
gram. 

§ 147.3007 Application for a permit. 

(a) Notwithstanding the require-
ments of § 144.31(c)(1) of this chapter, 
the owner or operator of an existing 
Class I or III well shall submit a com-
plete permit application no later than 
90 days after the effective date of the 
program. 

(b) The topographic map (or other 
map if a topographic map is unavail-
able) required by § 144.31(e)(7) of this 
chapter, shall extend two miles from 
Class II wells, and 21⁄2 miles from Class 
I and III wells. These maps will show 
all the information listed in paragraph 
144.31(e)(7) within 1⁄2 mile for Class II 
wells and 21⁄2 miles for Class I and III 
wells. 

§ 147.3008 Criteria for aquifer exemp-
tions. 

The aquifer exemption criterion in 
§ 146.4(c) of this chapter shall not be 
available for this program. 

§ 147.3009 Area of review. 

The area of review shall be defined as 
follows: 

(a) Class II wells. The area of review 
for Class II permits and area permits 
shall be defined by a fixed radius as de-
scribed in § 146.6(b) (1) and (2) of this 
chapter except that the radius shall be 
one-half mile. 

(b) Class I and III wells. The area of 
review for Class I and III wells are well 
fields which may be either: 

(1) An area defined by a radius two 
and one-half miles from the well or 
well field; or 
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